
VOLATILE  CONTINUING CALIBRATION CHECK

Lab Name: Contract:

Lab Code: Case No.: SAS No.: SDG No.:

Instrument ID: Calibration Date/Time:

Lab File ID:

GC Column:

Init. Calib. Date(s):

Init. Calib. Time(s):

ID:

COMPOUND RRF RRF020
MIN

RRF
%D MAX%D

CHEMTECH

CHEM Q2203 Q2203

MSVOA_X

VX046615.D

DB-624UI 0.18 (mm)

06/10/2025 20:40

06/10/2025 06/10/2025

20:19 21:44

TULL01

Heated Purge: (Y/N) N

Q2203

284 Sheffield Street, Mountainside, New Jersey 07092, Phone : 908 789 8900, 

Fax : 908 789 8922

Benzene 8.151.5001.387

Toluene 7.571.7491.626

Ethyl Benzene 5.821.9641.856

m/p-Xylenes 6.840.7340.687

o-Xylene 6.350.7030.661

1,2-Dichloroethane-d4 0.582.4422.428

Toluene-d8 1.041.3541.340

4-Bromofluorobenzene 00.5060.506

All other compounds must meet a minimum RRF of 0.010.

RRF of 1,4-Dioxane = Value should be divide by 1000.


